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	Required data for calculating EcoFlex LWC in refrigeration systems 


Please fill out this form and send it to us to get a properly calculated offer. Contact data are at the bottom.
You will be contacted by us as soon as possible.
	Customer
	
	
	Date
	
	

	Address
	
	
	Contact
	
	

	
	
	
	Tel.
	
	

	
	
	
	Fax
	
	

	Ref. / Project
	
	
	Email
	
	

	
	
	
	
	
	
	


	Application
	
	
	
	

	Evaporator
	Flooded – thermosyphon
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	Condenser
	

	
	Flooded – forced flow
	
	Desuperheater
	

	
	   Pump circulating rate:
	
	
	

	
	Dry expansion
	
	
	


	Operating data
	
	
	
	

	
	
	
	
	

	Heat duty
	
	kW
	
	

	
	
	
	
	

	
	Refrigerant side
	
	Product side
	

	type of medium
	
	
	
	

	inlet temperature
	
	°C
	
	°C

	evap. / cond. Temperature
	
	°C
	
	

	outlet temperature 
	
	°C
	
	°C

	mass flow rate
	
	kg/h
	
	kg/h

	volume flow rate
	
	m³/h
	
	m³/h

	max. pressure drop
	
	kPa
	
	kPa

	operating pressure
	
	bar
	
	bar

	
	
	
	
	


	Technical specification
	
	
	
	

	Design temperature
	
	°C
	
	°C

	Design pressure
	
	bar
	
	bar

	Connection size
	
	mm
	
	mm

	Plate material
	
	

	Gasket material
	
	

	Required approvals
	
	

	
	
	




