[image: image1.png]




	Text for Invitation to Tender


	Brazed Plate Heat Exchanger 
	Type:


Gasket-free plate heat exchanger with corrugated heat exchanger plates made out of stainless steel which are copper brazed. Flow direction is countercurrent. Unit inspection acc. to the German pressure vessel code PED 97/23/EG AD-2000 Module H / H1 or B+D. Production according to the quality assurance specification DIN ISO 9001.
	Operating data
	
	
	
	
	
	

	Heat duty 
	
	KW
	
	
	

	Hot medium
	
	
	
	Cold medium
	
	
	

	Volume flow
	
	m³/h
	
	
	m³/h

	Inlet temperature 
	
	°C
	
	
	°C

	Outlet temperature
	
	°C
	
	
	°C

	Pressure drop 
	
	kPa
	
	
	kPa

	
	
	
	
	
	


	Design data
	
	
	
	
	

	Connections hot side
	 
	
	
	
	

	Connections cold side
	 
	
	
	

	Weight
	 
	 
	kg
	

	Dimensions
	Length
	 
	mm
	

	
	Width
	 
	
	mm
	

	
	Height
	 
	
	mm
	

	Design pressure
	
	 
	
	bar
	

	Design temperature
	
	 
	
	°C
	Unit price
	          €

	
	
	 
	
	
	
	


	Acessories
	

	PU-foam insulation
	Additional charge    
	                           €                             
	

	Removable half shell insulation
	Additional charge 
	                           €                           
	

	Four welding ends with brass connecting nut and flat seal
	Additional charge 
	                           €                  
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