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PLATE HEAT EXCHANGER DESIGN DATA FORM 
                               

Confidential:  

To obtain a quotation for your application, give as much data as possible and e-mail/fax the completed questionnaire to your local rep / applications engineer.  
	Date:
	
	Project Name:

	Your reference:
	
	Consulting Engineer:

	Date quotation required:
	
	Installation Zip Code:

	
	
	GEA Rep:

	Type of quotation required:
	
	Firm
	
	Budget

	Approx. installation date:
	
	


	Company
	
	Contact:
	

	Address
	
	Title:
	

	Address
	
	Phone:
	

	City
	
	Fax:
	

	State, Zip
	
	Email:
	


	Application Data
	Hot Side
	Cold Side

	Name of Fluid
	
	

	Rate of Flow



     (GPM)
	
	

	Inlet Temperature (specify if ​​​0C)
                        (ºF)
	
	

	Outlet Temperature (specify if ​​​0C)
                        (ºF)
	
	

	Maximum permissible pressure drop
        (PSI)
	
	

	Design pressure/Design Temperature             (PSI/ ºF)
	
	

	Maximum working pressure

        (PSI)
	
	

	Special Fluid Data:
	
	

	Density or Specific gravity
	
	

	Specific heat at mean temperature
	
	

	Thermal conductivity at mean temperature
	
	

	Viscosity at inlet temperature

     
	
	

	Viscosity at outlet temperature

	
	

	Percent of undissolved solids
	
	

	Nature of solids (i.e. fibrous, powder, size)
	
	

	Flow fluctuations, if any
	
	


	Preferred Plate Material:
	
	304 SS
	
	316 SS
	
	Titanium
	
	Other:

	Preferred Gasket Material: 
	
	NBR
	
	Viton
	
	EPDM
	
	Other:

	Certification:
	
	ASME
	
	CRN
	
	ARI400 
	
	Other:

	Product:
	
	GPHE
	
	GEABloc
	
	GEABox
	
	GEAShell
	
	Brazed


	Comments: 

	

	


                                GEA Heat Exchangers                                                                                                            

                    GEA PHE Systems North America, Inc.

100 GEA Drive, York, PA, 17406, USA

Tel. +1-717-268-6200, 1-800-774-0474, Fax. +1 717-268-6163
info.geaphena@geagroup.com , www.gea-phe.com/usa 

